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� Manufactured specifically for ink jet applications

� Highly purified to give low levels of metals and salts

� Available in easy to use liquid form 

� Stable over a defined pH range

� High solubility and brightness  

� Superior inkjet operability

� Outstanding print performance 

� High compatibility with a range of ink formulants

- a magenta colorant for use in water-based inkjet applications

GENERAL PROPERTIES 

The information and recommendations in this publication are to the best of our knowledge and 
belief accurate at the date of publication. Nothing herein is to be construed as a warranty, 
express or otherwise. In all cases, it is the responsibility of users to determine the applicability 
of such information  or the suitability of any products for their own particular purpose and their 
freedom to operate with respect to patents. As customer formulations and uses of our products 
vary widely, we are unable to give assurances with regard to third party patent rights. 

50% w/wTypical loading in ink vehicle

Typical Properties:

7.0 – 8.0 pH Stability Range

Liquid product contains nominally 10% active colorantStrength

Sulphonated Azo colorantChemical Class 

PRODUCT REGISTRATION

PRO-JET Magenta 1 Liquid is notified under the applicable toxic/regulatory statutes in EU, USA, 
Canada, Australia, Japan, Korea, China, Switzerland and the Philippines. Please check full 
product registration with your local FFIC sales manager.

PRODUCT PACKAGING

This product is available in 20kg and 200kg packages as standard and must be kept 
frost-free.  

PRODUCT SAFETY

Please refer to the product MSDS which is available in most major European languages, in both 
EU and US format.


